CAREL

Marcatura C € / C€ labelling
Dichiarazione di conformita del Costruttore

/Manufacturer’s declaration of conformity

Costruttore /Manufacturer: CAREL S.p.A. via dell’Industria, 11 BRUGINE (PD) ITALY

+ Umidificatore ad Elettrodi Immersi

' controllo Wellness/ E
Project code 1+ C565 | Description Doc. Nu. 1X565.02

\ Immersed electrode humidifier
| Wellness controller

Product code [ Description Test plan Standards date

UEaaaWbc00 | HumiSteam controllo Wellness/ 1565.02 |EMC 22/06/07
HumiSteam Wellness controller EN 55014-1
+A1+A2

EN 55014-2+A1
EN 61000-6-1

EN 61000-6-2

EN 61000-6-3+A11
EN 61000-6-4

EN 61000-3-2+A2
EN 61000-3-3

+Al +A2

aaa: Produzione nominale istantanea di vapore/ BT (L VD)
Rated instant steam production: EN 60335-1
001=1,5 Kg/h; 003=3 Kg/h; 005=5 Kg/h; 008=8 Kg/h EN 60335-2-98+A1
010=10 Kg/h; 015=15 Kg/h; 018=18 Kg/h; 025=25 Kg/h;
035=35 Kg/h; 045= 45 Kg/h; 065=65 Kg/h; EN 50366

b: Tensione di alimentazione/ Power supply:
D= 230 Vac monofase/ 230Vac single phase
K= 230 Vac trifase/ 230Vac three phase

L= 400 Vac trifase/ 400 Vac three phase

¢ 00= versione Carel/ Carel Version
caratteri alfabetici= versione personalizzata/
letters= customized version

Il costruttore dichiara che tutti i prodotti sopra descritti sono stati provati e risultano conformi alle norme
indicate per verificare il rispetto dei requisiti essenziali richiesti dalle Direttive 89/336/CEE sulla
compatibilita elettromagnetica (EMC), 73/23/CEE sulla sicurezza delle apparecchiature in bassa tensione
(BT) e successive integrazioni.

L’identificativo del costruttore e la compilazione del foglio istruzioni (quando non fornito da CAREL)
nonché i suoi contenuti, sono, per il rispetto delle norme indicate, a cura e responsabilita del costruttore

finale dell’apparecchiatura.

/The Manufacturer declares that all the indicated products complied with the European standards listed above to verify
the completely respect to essential requirements from 89/336/EEC (EMC), 73/23/EEC (LVD) and revisions.

The manufacturer identification and the compilation of the instructions (when not given by CAREL) as well as the
contents, must be carefully drawn up by the final manufacturer.

Brugine, 07 September 2007
CAREL S.p.A.
Technical Director
Ing. Umberto Bianchini
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